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FUNCTION 
[CHECK]-[BATCH]-[FREE]-[STAMP]-[AUTO]-[START]-[C LEAR] 

[ADD&CHECK]-[ADD&BATCH]-[ADD&FREE]- [ADD&STAMP] 

SPEED 

CAPACITY 

NOTE SIZE RANGE 

MEMORY 

DISPLAY 

POWER SUPPLY 

POWER CONSUMPTION 

Adjustable counting speed 

Approx. 100 / 2,4 ~ 5 seconds 

Approx. 200 sheets 

Minimum 100mm • 50mm • Maximum 200mm • 100mm 

Totals can be retained until cleared 

Accumulation display ,5 digits · Batch display 3 digits 

110V&22ov + 10% 60Hz&50Hz 

360W :±: 10% 

DIMENSIONS (mm) 340(W) X 340(0) X 305(H), 340(W) X 340(0) X 905(H) 

WEIGHT 24 kg 35 kg 

Note: Stamp ' external display and UV detection are optional functions. 
Specification may be changed without notice. 

Feature 

■ High sensitive membrane panel

■ Modern design

■ Easy Maintenance

Optional 

■ Process both banded and un-banded note

■ Count accurate for both mint and poor note

■ 4 Adjustable speed settings

■ External display is easy for customer
confirmation.

■ Stamp willl mark [OK] on the paper strap
when counting number reach 100.

■ UV detection will stop counting when
sensor detects the counterfeit notes.

• 
Authorised Distributor : 

PT. Harmoni Danatek Solusindo 

Business Park Kebon Jeruk, Blok El/17 

JI. Raya Meruya llir, Kav. 88, Jakarta 11620 Indonesia 

Ph. : (021)30061562, 29544855/56 Fax: (021)30061563 http://hds.co.id 

Servrce Points: Jakarta• Bandung• Semarang• Surabaya• Denpasar •Medan• Makassar 
CE Fe 


